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Manual Conventions
The following conventions are used throughout this manual.

A The caution symbol is intended to alert the user of the importance of the particular
installation and operating instructions. Failure to comply may damage the system.

“ The information symbol is intended to provide additional information for the purpose of
clarification.
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Chapter 1 Introduction

The AVerMedia® CM3000 is a central monitoring system that enables user to monitor up to 1000 DVR
servers (see also Chapter 1.1 for updating to Gold version) through an internet connection. Like the
DVR program, the CMS system also automatically records and displays video when an event has
occurred on the remote side of the DVR server. You can also playback video files locally or download
from a remote DVR server.

Center Emap Monitor Playback

Internet

IP cam

Analog Cam *

Secr - | || | | smartviewer
Relay * CM3000 = * WebViewer
Microphone * - i 1 16 DVRs 1 28 « PDA
copione Tl Sl Sl 51 cmsooocolp e | e
CORWDVDRW: | == 5= 3= 5=  1000DVRs —= —= —= —= |°HandyViewer
Remote Console

POS system DVR DW DVR DVR «+ s +ssss+s DVR DVR DWW DWR
The CMS system Supports Single, Dual, Triple and Four monitor displays. User can operate the CMS
system application on different monitors.




1.1  Upgrading to CMS GOLD Version
The CMS can be upgraded by installing a USB software License (USB Dongle). After installed the
USB dongle, CMS can monitor up to 1000 remote DVR servers. The USB dongle provides three type
of license for customer choice:

1 ~ 64 Clients(DVR) 65 ~ 150 Clients(DVR) 151 ~ 1000 Clients(DVR)

Without install a USB dongle, CMS only can monitor 16 DVR and some functions are not
available.

Please follow the below steps to upgrade the CMS.

1. Runthe CMS application.

2. Plugin USB Dongle to your CMS server.

3. The CMS system will detect it automatically and the driver installation dialog will pop up. Click OK
to install the driver.

4.  If user chooses to install driver later, then un-plug the USB dongle and plug in again later for
installing.

5.  After installation completed, the CMS system will restart automatically.

6. DO NOT un-plug the USB Dongle while the DVR application is operating, it may cause the
application crash abnormally.



1.2  Dual Monitors setting

Video configuration is different for each different VGA chipsets. Please follow the steps below to
setup the dual monitors display.

1.2.1 Graphic card with ATi chipset

1. Enter the ATI Catalyst Control Center, user can click the short-cut or right click on the screen.

Bl ATI CATALYST(R) Control Center

Arrange Icons By
Refresh

My Document

Properties

2. Therearetwomodestoselect b Basic and Advanced.

| ATI CATALYST® Control Center - Basic

R Welcome to the
V) ECAREINE=NM ATI CATALYST® Control Center

‘What would you like to use?
© Basic [Easy Setup Wizards and Quick Settings]
Provides both step-by-step assistance and Quick Settings for changing your
display setup, and other common tasks.
@ Advanced

Allows you to configure al of the many available settings of your ATI graphics
product.

W Donit show this page again.
YYou can choose betuween "Basic" [Easy and Quick] or “Advanced" at any
time.

Click Next to continue

3. If user selected Basic mode, press the Quick Settings tab. Then select the Select a different

desktop mode and click Go.

[ ATI CATALYST® Control Center - Basic

‘What Would You Like to Do?
Select an Easy Setup Wizard or Quick Settings, then click Go.

| Easy Setup Wizards | Quick Settings [Information Center |
Change a setting for ...

Select a setting and click Go

- 2?;:1;;’“” Changs the deskiap area [resslution]
@ Video Playback Sel a different desktop mode|

Set the Estended Desklop configuration
Rotate the desktop image

() Letsou change thedeskiop mode (Cone, Exended, or Stiech).

Ravencenm|




4. Select the Extended Desktop and then click Finish.

| ATI CATALYST® Control Center - Basic

Desktop Mode Selection

The desktop mode selection will determine how the computer desktop is shown on your displays. @

Select a desktop mode:

!- © Extended Desktop (Current Mode)

The desktop is extended to your second display. Setlings can be set independently
for each display. This is useful when you want to watch video, of wark on your
‘computer with more room far muliple windows.

! -

The same desktop image is shown on both displays. This is useful when giving
presentations.

@ Horizontal Stretch
One desktop is stretched across displ if they were a single display.

Settings are the same for both displays.

! @ Single Display

“Your second display will be tumned off.

5.

If user selected the Advanced mode, click the View button.
6.

In Display Manager, right click on the second Display on the right side and select Extend Main
onto monitor.

Graphics Settings

@) welcome
% @& Information Center m Displ i% Mana

Displays Manager

- g
¥4 Display Options

Graphics Adapter :

[1.RADEON 3600 SERIES [A150%1 ]
[ (¥ Monitor Properties 0
E % D Desktop and Display Setup
© Color Ma
# ) Video

& SMARTGART™ (] |:
(] VPU Recover

Attached displays currently disabled:

™
[41501 [Single | ]
Desklop area: Color qually: Refresh rate:
[1024 % 768 [High (32 E] [75H2 E|
Fiotatior:
g caraLysT [ Standard Landscape (0) [T T

7. Adjust each monitor resolution to 1024x768 9 1280x1024 ,1920x1200, 1440x900, or 1680x1050.



1.2.2 Graphic card with NVIDIA chipset

1. Click the NVIDIA nView, and select the Dualview mode.
2. Adjust each monitor resolution to 1024x768 9 1280x1024 ,1920x1200, 1440x900, or 1680x1050.

&8 Plug and Play Monitor and NVIDIA GeForce 6600 P... (2]

‘ General ” Adapter H Monitor | Troubleshoot |
| Color M [ € GeForce B600

@)

n¥iew Display Mode:
Current display:

-

<

ol = BVIDIA, |

niiew allows you to connect separate displays to ;single araphics card.

Single display v

Single display
Clone
Horizontal Span
Vertical Span

Detect Displays ] [ Device Settings >> ]

3. Toreview if the display mode is correct, you can check the task bar. The task bar will show on the

first monitor only.

Monitor 1

Monitor 2



Chapter 2 Software Installation
This chapter describes how to install the CM3000 software.

A Before installing the software, make sure the Windows OS patches are up to date and the
video graphic card driver is up to date.

0 To ensure you have the latest copy of the CM3000 software, download the updated version
from the following site:

Worldwide :
http://www.avermedia.com/cgi-bin/support download.asp

US/CANADA:
http:www.aver.com/security.html (click on Support A Download)

2.1  Minimum System Requirements
First, must verify if the computer meets the minimum system requirements.

CPU Pentium™ 4 3.0GHz or above recommended

oS Windows 2000 / XP Professional / Vista

RAM 512MB for dual display,1GB for Quad display

Hard disk 120GB or higher

Media CD-ROM drive

VGA 32-bit high color SVGA graphics card with 256MB video memory and

DirectDrawa / YUV Rendering Capability
Audio Sound card and speakers

Internet capacity | 10/100 Base-T Ethernet card or Gigabit Ethernet


http://www.avermedia.com/cgi-bin/support_download.asp

2.2 Installing the CM3000 Software in Windows XP/2000

DO NOT install CMS application, NV DVR application, and MXR Client Software at the

1. Place the installation CD into the CD-ROM drive
then click Install CM3000. And follow the on-
screen instructions.

same computer system.
AVerMedla \\

AVOI’DIGI Digital Video Surveillance System

2. Please carefully read the license agreement. Click
Yes to accept the agreement. License Agreement

Please read the following license agreement carefuly.

Press the PAGE DOWN key 1o see the rest of the agreement.

[/erMedia Technologies INC. LICENSE AGREEMENT -~

LICENSE AND CONFIDENTIALITY: &\eiadi Technaae, ne.gansyouthe igh
to install the enclosed software and relaed documentalion [col . the’

“Malerials") onto a single computer fo your personal use N i
|copy, moiy,sel, ransfer o disclase any part of the Materials except as

reement
|AVerMedia Technologies, Inc. products.

[RESTRICTIONS: You may not:

D t It
setup will close. Tainstall CM 000, you must accept this agreement,

< Back Yes No

3. Enter the administrator ID and password. M
Enter System Manager Password

Please erter a password for the Administrat
inthe program and add new users

user [T

Password [

<Back Next > Cancel

4. Click Finish.

CMS Installation

Installer Complete

Installer Complete.

5. User may now run the CMS program. To run the application, click on your PC desktop or
click Start>Programs >CMS > CMS >CM3000.



Chapter 3 Using the CMS
3.1 Running the CMS Software

To run the application, double-click on your PC desktop or click Start > Programs > CMS > CMS
> CM3000.

@’ Set Program Access and Defaults

\“‘_XL windows Catalog

% Windows Update

@ WCDCutter
MNero Home
rﬂ P \@ Accessories »
l@ CyberLink PowerProducer Express  »
‘_‘4 Documents G CMS ‘
= i@ vepcutter »
2 Ef Settings a 3 ;
o | windows Media Player
?, /J Search 40 v
5
= 0 Help and Support
& =7 Run...
z
-8 Lﬂ Log OFf Administrator...
c
= @ Turn OFf Computer...
4 start e8> &)%) ET@ 601FM

For security purposes, some of the features would require you to enter a User ID and Password before
they can be accessed. When the Authorization dialog box appears, key in your User ID and Password.
(If this is the first time, enter the one you have registered when installing the software.)

Please enter your user ID and password.

User D J——

— ]
(o« ][ cnee | @]




3.1.1 Using the Virtual Keyboard

If the keyboard is not available, you may use the Virtual Keyboard. Just click & |to show the virtual
keyboard. For uppercase and lowercase, click shift button.

= 0n-Screen Keyboard
File

Keyboard Settings Help

F1| F2| Fa| Fa 5| Fe| F7| Fa [ Fa|F1of F11) F12l psc] 4] bek

(~f1]2fs|afs]sf7z[e]ofo]-f-] vkp Jins| tm|ounlfTY /| -
m q| wle|r tlyjuli o|lpll 1 \ m&m 8|9
o alslalelaln]ilx] ent a|ls]|s]”
1 2| 3
0 ent




3.2 Using the CMS Application

When an alarm occurred on the DVR server, the video is transmitted to the CMS and display on the
main screen. The transmit video can be an image or live video. User can select the type of video
transmitting in System setting (see also Chapter 4.1). You may download and playback the complete
video directly from the DVR server by clicking on the event log. Make sure the main DVR server is
set to send video to the CMS when an alarm has occurred.

The video stream before the eye indicates the latest occurrence. Also, there is a red frame which
indicates the latest occurrence when the video transmitting is alarm image type.

)
e (3)

p———)

(o y—(6)

(7)
8)
/\ )‘\: setup ;‘— (9)

oy raoci = (10)
g (1)

o [ T T T 5 (12)
@ h5216 ] 20000101 003113 20090707 10.11:46  ALARM index=13503 |
@ NS216 ‘4 20000101 003113 200907-07 101146 ALARM indexol 3503 i
] 5216 3 0000101003113 20090707 10:11:46  ALARM index= 3503
] eh5216 2 2000101 003112 200907-07 10:11:46  ALARM indexed 3503

163 000707 10:1135 | 00907-07 101142 Video LomCH 14

—
=
&

(15) (14)
CMS Center in Alarm Live Video Mode

10



Call up the Logout dialog box.
In the logout dialog box, you may do the following:

(1) Exit

User ‘

Level |Adm|mstramr ‘

[ Exit I [ Login ] [ Minimize I [ Cancel ] [ About I

- Click Exit to close the CMS program. Only the administrator is
authorized to access this command.

- Click Login to sign-in as a different user.

- Click Minimize to reduce the CMS to taskbar button. The authorization is
required, please enter the password.

- Click Cancel to close the Logout dialog box.

- Click About to find out more about the software and update CMS
firmware.
Click Update in Product Information window to upgrade the newest CMS
application. In Live Update window, select the Server Site and Address
and click Update.

Product Information.

CMS Yersion 7.7.0.0021 BETA

@ USE Software License Gold &4 client
Averhedia INFORMATION, Inc
Copyright (€) 2007 - 2009

Live Update

ServerSite

webSite: bt/ fwww, aver media.com -
Address:
Upraty s

(2) Camera ID

Show the number of cameras that are being viewed. When you are in
single screen mode, click the camera ID number to switch and view the
camera. This function only available in Alarm Live Video mode.

(3) E-map (F3)

Switch to display the map and show the location of the DVR server on
the map. If you are using a single monitor, press ESC to revert back to
the CMS main application( see also Chapter 4.6.2)

(4) Monitor (F4)

Switch to display live video from the selected DVR servers group. If user
is using a single monitor, press ESC to revert back to the CMS main

application(see also Chapter 3.3).

(5) Reset Alarm

Click to reset all DVR alarm status

(6) MiniCenter Viewer

To call out the MiniCenter viewer. Also, user can double click on screen
or alarm event to call out the MiniCenter Viewer.(Also refer to Chapter
3.4)

(7) Network

Enable/disable the remote alarm data received. This is activated
automatically when the CMS software starts up.

(8) Refresh

To refresh the alarm video that display on the screen. This function only
available in Alarm Live Video mode.

(9) Setup

Configure the CMS system settings. Only the administrator is authorized
to access this command. (see also Chapter 4)

(10) Playback

Select to playback video from the local hard disk or remote DVR server

(see also Chapter 5).

(11) Alarm Center

To view, search, and navigate the alarm (see also Chapter 3.5).
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(12) Split Screen Select from 6 different split screen types to view all the cameras. It also
Mode allows you to switch and view different camera number by click Camera
ID in a single screen mode. This function only available in Alarm Live
Video mode.
(13) Status Display the current date, and time
(14) Log extender Expand and reduce the log viewer
(15) Log viewer List the entire info in event mode or text mode from all DVR servers.

There are a few Hot keys for quick switching between the different applications or display
0 mode on a single monitor system.

- F1: displays current DVR server information on the CMS Monitor screen

- F3: Switches to E-Map mode

- F4: Switches to Monitor mode

- Esc: Switches back to the CMS application main screen

0 When CMS Center in Alarm Image mode, right-click on the alarm image will call out Clear
All short-cut. Select to clear all current displayed alarm images.

xg] Monitor
“T® /reset Alarm ’

o/ MiniCenter

Setup:

¥\ Playback

@ Norm Center

il

Thci]ovR ot Tt ot ow -
<&@ hS216 5 200001-01 00:35:40  2009-07-07 10:1613  ALARM index=15451
@ hS216 4 2000-01-01 003540 20090707 101613 ALARM index=15451
] eh5216 3 2000-01-01 003540  2009-07-07 101613 ALARM indexc=15451 {
@ hS216 2 2000-01-01 003539 2009-07-0710.1613  ALARM mdex=15451 |
) «h5216 5 20000101 00:3528 20000707 101601 ALARM index=15355 @

B s oA e o M e s -

CMS Center in Alarm Image mode
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3.3 Using the Monitor

When user has setup the monitor set in Camera Setup (see also Chapter 4.3), then click Monitor to
view all selected cameras live video and playback. The monitor will switch to monitor mode, if user
using more than one monitor, then all enabled monitors will switch to monitor mode.

“ Right-click on the channel screen could select to start recording.

(1) Center Back to CM3000 main Ul(center Ul)

(2) Monitor To call out monitor controller dialog box. User can manage the monitor set
Controller in monitor controller dialog( see also Chapter 3.3.1)

1) PTZ To call out PTZ control panel(see also Chapter 3.3.2)

13



(4) Audio Enable/disable audio. When audio is enabled, user will see the audio icon
on screen, click on the audio icon (audio icon will turn to green*) of
channel to hear the sound. Each ti

(5) Monitor Name Display name of current monitor set.

3.3.1

Using the Monitor Controller

User can use Monitor Controller to switch different monitor set for monitoring and add/delete the

channel in monitor set.

User needs to create monitor set in order to using Monitor Controller. To create monitor set,
please go to Setup > Camera (see also Chapter 4.3 Camera setup)

1. Click ( [t Moniter §

2. The Monitor Controller window will show up as below shown:
= Click to exit from
Moniter Controller
= B Local
= 001.Monitor 1 :
B 002 Monitor 2} Monitor Sets
[Name of Monitor set SN SEHIZEE ;
g 2% sore I G somy 0 reoas | mﬁM%'aﬁ.zr’c%*n'ﬁzﬁérmw
: Click to reset the
T CEERE
“ - The monitor set is gray that indicates the monitor set is selected and been monitored.
- The monitor 1 ~ 4 are purple that indicate the monitor is monitoring.
- Right-click on monitor and select the Recover to reset the monitor.
3. Drag the monitor set from monitor list to the monitor (1 ~ 4) and click Apply to activate it. To reset
the monitoring group, click Reload.
4. To configure monitor set, click arrow button to expand the sub Monitor Controller window.
5. Select the monitor. The DVR servers are included in the monitor set will list on sub Monitor

Controller window. The lower part of window display all monitored channels in the monitor set.

14



6. To add new channels, click the DVR server to un-fold the available cameras. Drag the camera to
the blank channel block that has no channel number and name display

7. To change the monitored channelsdposition, please delete the monitored channels and drag the
channels to the new position. To delete channels from monitor set, right-click on channel and
select Recover.

8. Click Apply to refresh the monitor set.
9. Click arrow button to close the sub window.

™
E B Local "

7 0o1.Moni ?gool IBW
‘Monitor 1 = the cameras
= 002.Monitor 2 [« 0l.Camera
I 02.Camera 2
W 03.Camera 3
HE 04.Camera 4
W& 05.Camera 5
WE 06.Camera 6
W= 07.Camera 7
W 08.Camera 8
WE 09.Camera 9
WZ 10.Camera 10
fw 11.Camera 11
G 12.Camera 12

[Step1]
Double-click to
Select the montior

[Step3
Drag the camera
to the block

: )‘(" Setup ! Qv fpplv ! ¥) Reload

Cllck !o refresh
monitor set

[Stepsz
Click fo close
the sub window
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A To Add the Remote iMatrix Server

User can add more remote iMatrix Servers and modify the monitored channel of the iMatrix servers
from remote site. iMatrix servers can be removed and modified by clicking Delete and Edit button.

The remote iMatrix server only can be viewed and modified channel of monitor, add /delete
channel of monitor is not allowed.

1. Click Setup from Monitor Controller dialog box.
2. The Matrix Select window will show up.

Server List

MO Type Hame IP/Domain Mame Fort User Password | Description
01 Local Local 127.0.0.1 a0 1

Add

Apply ” Cancel

3. Click Add button to add a remote iMatrix server.

4.  Fillin the Name, IP/Domain Name, Port, User (login ID), Password and Description of the
remote iMatrix server. Enter the Contact Information (Phone, Mobile, Email, Address,
Description) for emergency contact. Mark Show Image in Montor block if user wants to view
the image of the channel at the Monitor Controller window(see also Chapter 3.3.1)

5.  And then, click OK to save the setting.

P ~

Setting

MName Contact infor mation

Phone
IP/Domain Narme

Mabile
Port ]

Ernail
User

Address
Password

Description

[[Jshaw Image in Maonitor Block

[ OK l ’ Cancel

6. The iMatrix will be added into the iMatrix list in iMatrix Select window.
7. To switch the iMatrix server, select the iMatrix server and click Apply.

0 Only can select one iMatrix server at a time.
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8. To delete the iMatrix server, select the iMatrix server and click Delete. To modify, click Edit.

A To Mondify the Remote iMartix_Server

User can modify the monitored channels on Monitor Controller window. Also, the modification can be
applied to the remote iMatrix server.

Th Step 1K Select the remote iMatrix server.
1. Click Setup button to call out Server Select window on Monitor Controller window.
2. Select the remote iMaxtrix server from Server Select window. If remote iMaxtrix server hasnd
been added, click Add to add a remote iMatrix server(see also To Add the Remote iMatrix

Server)

3.  After selected the remote iMatrix server, click Connect to make a connection.

Server Select rgl

Server List

M, Mame IP/Domain Mame Port Uzer Status
o1

EN ity i

=1 Click to select the
remote iMatrix server.

IA

- After selected the iMatrix|
Add ] [ Delete ] [ Edit server, click Connect to
make a connection

=
correct | | Esit
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T Step 2K To get the video image of monitored channel from remote iMatrix server

1.

2.

r

Double-click the monitor icon to get the video image of monitored channel from remote iMatrix
server.

User will see the video image of monitored channel display on lower part of the sub-Monitor
Controller window.

¥
S =l vty = BDWwR
" D01.Monitor 1 = ) 0001.local

The yellow text represents the
number of server and channel.

Double-click to get the
video image of monitored
channel form remote
iMatrix server.

F@WJJ

LTI

Q‘ Setup f E//Apply f #) Reload 1 fé

{
T
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T Step 3K To modify the monitored channel of the remote iMatrix server
1. Click on the + of the DVR server icon to extend the list of channels on sub-Monitor Controller
window.
2. Drag the channel wants to monitor to the channel that located on lower part of sub-Monitor
Controller window. The channel will be switched.

0 The camera icon in gray indicates the camera has been selected and monitored.

3. Click Apply to update the modification to the remote iMatrix server.
4. User can go to iMatrix server to check that the monitored channel will change right away.

r G(} 4
= B imatrix = B DWR
' 001.Monitor 1 EX =]0001. local

I 0l.cameral
W3 02.camera2
W3 03.camera3
WE 04.camerad
HE 05.cameras
W= 06.camerab
W= 07.camera?
W= 08.camerag
W= 09.camerad
W= 10.camerall
=) 11.camerall
W3 12.cameral2 v

|>
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3.3.1.1 To Monitor CMS Server from iMatrix Server
The iMartix server can connect to CMS and remote monitor CMS.

User can add remote CMS servers to monitor. The added remote CMS server can be deleted and
modified by click Delete and Edit button in Matrix Select window.

The remote CMS server only can be viewed. To add and delete camera of monitor set is
not allowed.

1. Click ([t Monter § from iMatrix main UL
2. The Monitor Controller window will show up as below shown:
= )M

= ; Local
I~ 001.Monitor 1
7 002 Monitor 2

3 |
1 - — o
| x Se‘rupf g&Applv! h2) Relocd! Q

= 4

3. Click Setup from Monitor Controller dialog box.
4.  The iMatrix Select window will show up.

Server List
MO Type Mame IF/Dormain Name Port User Password | Description
o1 Local Local 127.0.0.1 a0 1
add Delete Edit
Apply H Cancel
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5. Click Add button to add a CMS server.
6. Fillin the Name, IP/Domain Name, Port, User (login ID), Password and Description of the
remote CMS server. And then, click OK to save the setting.

IP/Daormain Marne I:l
Password I:l

Description

| Ok | ’ Cancel

7. The CMS server will be added into the iMatrix list in iMatrix Select window.
8. To switch to the CMS server, select the iMatrix server and click Apply.

0 Only can select one CMS server at a time.

9.

-+ Monitor - {
®in) (o ) (G s ) IS

Monitor Ul of iMatrix Server
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3.3.2 Familiarizing the Buttons in PTZ Camera Control Panel

) @) ©B)2)
O Zhedeaoo]

) @@@CES
(n—=X e (10)
™ — 13314 315 3016 §13-16

Alg

(8) 9)
MNeme Fweton

(1) Close Exit PTZ camera controller.

(2) Setup To select PTZ camera for controlling.

(3) AutoPan Operate the PTZ cameras automatically based on the selected camera
group preset position number.

(4) Focus +/- Adjust the focus manually to produce clear image.

(5) Zoom +/- Zoom in and out the image.

(6) Direction buttons  Adjust and position the focal point of the PTZ camera.
(7) Camera ID pane Display the PTZ camera number that is being operated.

(8) Camera lens
speed controller

(9) Camera preset
position number

(10) Group AutoPan  Select to automatically operate PTZ camera in group.

Adjust the moving speed of the PTZ camera lens.

Move the PTZ camera to the preset point.
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3.3.3 Live Playback the Recorded Video
User can playback recorded video immediately while monitoring from the local CMS server if the
recording is enabled.

“ - Playback function must be enabled. Please go to Setup > Camera and select the
monitor set and enable the playback function ( see also Chapter 4.3 Camera setup)

- Playback doesndét support on EB series.

1. In Monitor mode, click the preview icon of channel and the channel will start live playback.

“ - The [ icon indicates the channel is in live playback mode.

- Move the mouse course to the bottom of screen, live playback control bar will show
up.

) (el i) o) R

2. User can use the live playback control button to operate the playback.

0 - Click channel to switch to full screen mode for operating live playback control button
easily.
- Only supports 4 channel live playback at the same time.
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Begin: Move at the beginning of video.

Slower: Play the recorded video file at the speed of 1/2X, 1/4X, 1/8X,
1/16X, or 1/32X.
Pause: Briefly stop playing

Play: Play the video

Next: Go to the next frame.

Faster: Play the recorded video file at the speed of 2x, 4x, 8x, 16x or 32x.

End: Go to the end of the video.

Select recorded vide to playback from remote DVR server hard disk. Select
the date on the calendar and the time from 00 to 23 to where to start playing
the recorded video file.
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